EC-24-06-001-A 


XRY-04 


P4 


C3K5 X-RAY GENERATOR 


KMWS3000C chiller unit 


PNS code: EC-24-06-001-A 


Description: Flow sensor (inside KMW3000C) connection 


KMW3000C front view 


XRY-04A L 


Length: 50m 


T3363 000 FLOW 
Cable: 4 x 0.14mm2 shielded Connector 1: XRY-04A 
Output 1 SENSOR PNS code: EA-06-00-021-A PNS code: EA-06-00-046-A 
2 PNS code: EA-05-00-002-A Type: T3363 000 Type: T3475 001 
Type: LiYCY4 x 0.14 shielded Location: KMW3000C Location: C3K5 x-ray gen. 
OPEN -no flow ==" 
CLOSE - flow © oxford diffraction KMW3000C 
pa aa Flow sensor cable 
A. No. EC-24-06-001-A 
FILE: \\KUMA\workgroups\electronics\ | PEV 
Appr DRAWNBY: R, S$, gonio68332\cables 
Date APPROWED BY: DATE: 03/01/2002 SHEET 1 of 2 


5m. 
LiYCY 4x0.14mm2 


yellow (żółty) 


white (biały) 
green (zielony) 


FLOW SENSOR OUT1 


XRY-04A 


KMW3000C 24VAC (optional) 


24VAC (optional) brown (brązowy) 


XRY-04B 
C3K5 x-ray generator 


FLOW SENSOR OUT2 


© oxford diffraction |" KMW3000C 
SAR: Flow sensor cable 
A. No. EC-24-06-001-A 
FILE: \\KUMA\workgroups\electronics\ | PEY- 
Appr DRAWNBY: R.S. gonio68332\cables 
Date APPROWED BY: DATE: (03/01/2001 SHEET 2 of 2 


